
SPECIMEN MOUNTING PRESS
(SMALL SIZE)

This machine is used for mounting the specimen with bakelite powder and also 
to handle properly without the conduction of heat to the operator while 
grinding/lapping the specimen. It also helps for proper alignment while using 
with microscopes. This machine will also help to reduce the recurring cost of 
consumable drastically unlike using cold setting compound. 
This machine comes with powder coating finish for corrosive free life 

This Model of Specimen Mounting press is smaller in size, which is more 
economically viable, and is well suited for educational institutions.
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Micro Measures & Instruments

METALLURGICAL SAMPLE SET

This set is very useful for any Metallurgical Laboratory. 
The Metallurgical Microstructure Specimen Sets are prepared under controlled 
laboratory condition. The offered machines are simple and convenient, extensively 
used for rough and fine polishing of metallurgical specimens. 

This Set comes with photographs and relevant information.
It comes in :

Metallurgical Specimen Set includes:

Low Carbon Steel.
Medium Carbon Steel.
High Carbon Steel.
High Speed Steel.
Hardened and Tempered Steel.
Grey Cast Iron.
Malleable Iron.
S. G. Iron.
Austenitic Stainless Steel.
Case Carburized Steel.
Aluminium Alloy.
Copper Alloy (Brass).

Eletroplated Component.
Powder Metallurgy.
White Cast Iron.
Pure Copper.
Friction Welded Sample.
Fusion Welding Sample.
Muntz Metal
Brass.
Magnesium.
Bearing Metal.
Titanium.
Dead Mild Steel.

Set of 12 metals
Set of 24 metals 
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METALLURGICAL LAB CONSUMABLES
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METALLURGICAL LAB CONSUMABLES

Polishing Alumina Lavigated  
Water Suspension Paste Grade 1 500gm Pkt
Polishing Alumina Dry Powder Grade 3 500gm Pkt
Polishing Cloth "Micro" 8" Dia  1 Pc.
Polishing Cloth "Velvet" 8" Dia  1 Pc.
Diamond Paste 5gm Syringe 0-2 Micron  5 gm
(also available in different microns)  
Oil Fluid Aerosol Bottle spray 200 ml.  200 ml.
  Silicon Carbide Waterproof sheet (Paper)  
(Grit No. 80,100, 120, 150, 180, 220, 240,  
280, 320, 400, 500, 600, 800, 1000, 1200)  
8" Dia self adhesive pack
  Cold Setting Compound  
400 gm Resin Powder & 400 ml. Liquid  
Phenolic (Bekalite) Powder Black (For sample Mounting)  

MATERIALPRO SOFTWARE

Grain size measurement (16 detectable phrases)
Inclusion analysis 
Modularity analysis
Decarburization analysis, depth and area%
Phrase analysis.
Porosity.
Micro hardness estimation and direct effective case depth 
Measurement.
Coating thickness
Linear measurement like plating, coating, 
  decarburization banding,
Inter lamellar distance, dendritic arm Spacing, and defects.
Other features like image data base, maintenance, 
  report generation,Macro imaging.

FEATURES OF SOFTWARE :-
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3 HP Motor Capacity for 12" or 8" Oxide Wheels
Manual X-Y feeds
Screw Operated Vice
Enclosed Cutting Compartment
Built in Coolant Tank and Pump with Re-circulation
Cutting capacity: 25mm x 100mm round / slab piece 
Job Table Y feed, X feed total

Abrasive cut off machines  that allow a cool, burn free sample production 
and ensure an absolute minimal deformation. These machines possess a robust 
construction and rigid clamping thus minimizing wheel breakage.

Technical Specifications:

OPENCLOSED

SPECIMEN CUTTER MACHINE (HEAVY DUTY)

(MODEL - MMP8A)
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This Microscope has X-Y movement on ball bearing slides, having micrometer 
(50mm dia) Least Count - 0.01 or 0.005mm with goniometer. 
Fixed magnification 30x. 150x150mm stage, and 360° rotary head. 
Having both transmitted & incident light. This comes packed in a wooden box. 

Technical Specifications:

Micro Measures & Instruments

Observation Tube
Monocular, Inclined at 30-degrees.
Base
Large and heavy base provides extra overall rigidity to the instrument.
Stage
150mm X 150mm size assembled on ball bearing guides to provide accurate 
and smooth stage stroke upto 50mm in each direction.
Illumination
Sub-stage lamp emits transmitted light from a bottom source equipped 
with halogen lamp.

(MODEL : KW-900)
TOOLMAKERS MICROSCOPE
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Features:

Micro Measures & Instruments

(MODEL : VM-50)
VICKERS HARDNESS TESTER

Testing range is very wide, from soft metal such as lead, upto the hardest, like hardned steel.
Same hardness number is obtained on the same specimen, regardless of the load applied.
The indentation is tiny and allows testing of a pricision finished part.
Loading and unloading cycle is motorised.
Thin sheet metal is perfectly tested because the load applied is very small.
Built-in projection screen to get accurate results.

Test loads

Magnificaton of optical projection

Maximum test heigh (mm)

Scale Least Count (mm)

Throat Death (mm)

Machine Dimension (mm)

Weight (approx.)

Power Supply

5, 10, 20, 30, 50 kg

70X

200

0.001

135

L 585 x W 290 x H 860

70Kg.

200V AC, 50Hz, I - Phase

Vickers Hardness Tester is a simple and accurate means to produce and measure the 
diamond indentation. These testers are suitable for measuring the hardness of precision 
metallic parts with wide testing range - from soft to hard and their accurate 
results are widely acclaimed. These testers strictly conform to IS: 1754 - 1968

TECHNICAL DATA
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OPENCLOSED

SPECIMEN CUTTER MACHINE (HEAVY DUTY)

specimen cutter machine (new addition).pdf

SPECIMEN MOUNTING PRESS
(DIGITAL) - MODEL-MMP10

This machine is used for mounting the specimen with bakelite powder and also 
to handle properly without the conduction of heat to the operator while 
grinding/lapping the specimen. It also helps for proper alignment while using 
with microscopes. This machine will also help to reduce the recurring cost of 
consumable drastically unlike using cold setting compound. 
This machine comes with powder coating finish for corrosive free life 

This Model of Specimen Mounting press is big in size, and comes with heavy
tonnage hydraulic jack, digital temperature controllor and timer.
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This Belt Polisher is designed for initial rough grinding, using 1/4 hp motor. 
The grinder has rigid construction complete enclosed body with full cover 
mask in its base. Dynamically well balanced rollers made up 
of aluminum material.
 

 

 

Micro Measures & Instruments

(PORTABLE)
(MODEL : MMP9A)

BELT POLISHER 

Accessories : Emery Belts of various grades, Aluminum Drum Set 
(1 HP motor can be provided according to customer request).

Used/Application : Metallurgical Laboratory, Forging Industries, 
Fasteners Industries, Casting Industries, Iron & Steel Industries, 
Auto-Parts ancillaries.

Working on 220V in single phase
Operation -Manual Belt -100/915 mm endless belt
Pulleys -Balanced aluminum pulleys
Polishing Motor Power ¼ H.P single / single phase
¼ H.P Single / single phase

Specifications :
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This Belt Grinder Machine is designed for initial rough grinding. 
This grinder provided has rigid construction and completely enclosed 
body which help in easy operations. These also have full cover mask in 
their base and dynamically well balanced rollers.
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(WET & DRY)
(MODEL : MMP-9)

BELT GRINDER 

Used/Application : Metallurgical Laboratory, Forging Industries, 
Fasteners Industries, Casting Industries, Iron & Steel Industries, 
Auto-Parts ancillaries.

Working on 220V in single phase
Operation -Manual Belt -100/915 mm endless belt
Pulleys -Balanced pulleys
Polishing Motor Power  H.P single / single phase½

Specifications :
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Outer shell made out of this Mufe Furnace is made of thick mild steel 
and is duly finished with attractive staving enamel paint. It is fitted with 
grooved refractory for supporting the heating elements made out of  
kantar wire and rare easily replaceable. Maximum temperature that 
can be achieved by this Furnace is 1200°c with working temperature 
maintained at a maximum of 1150°c controlled by SUNVIC energy regulator.
It comes complete with indicators, pyrometer, thermocouple(thermal fuse) etc. 
workable on 220V AC 50Hz single phase.

Micro Measures & Instruments

(MODEL : AM – 124)
MUFFLE FURNACE (DIGITAL)

Used/Application : Metallurgical Laboratory, Forging Industries, 
Fasteners Industries, Casting Industries, Iron & Steel Industries, 
Auto-Parts ancillaries.

VICKERS HARDNESS TESTER 
MODEL:  SRI – VM 50 

 

 

 
F E A T U R E S: 
 

 Testing range is very wide, from soft metal such as lead upto the hardest, like hardened 
steel. 
 

 Same hardness number is obtained on the same specimen, regardless of the load 
applied. 
 

 The indentation is tiny and allows testing of precision finished parts 
 

 Loading and unloading cycle is motorised. 
 

 Built in projection screen to get accurate results. 
 

 Thin sheet metal can be perfectly tested as load applied is very small. 
 
 

 

VICKERS HARDNESS TESTER VM -50
FEATURES:
Testing range is very wide, from soft metal such as lead, upto the hardest, like hardned steel.
Same hardness number is obtained on the same specimen, regardless of the load applied.
The indentation is tiny and allows testing of a pricision finished part.
Loading and unloading cycle is motorised.
Thin sheet metal is perfectly tested because the load applied is very small.
Built-in projection screen to get accurate results.
Vickers Hardness Tester is a simple and accurate means to produce and measure the diamond indentation. These testers are suitable for measuring the hardness of precision metallic parts with wide testing range - from soft to hard and their accurate results are widely acclaimed. These testers strictly conform to IS: 1754 - 1968
TECHNICAL DATA
Test loads
Magnificaton of optical projection
Maximum test heigh (mm)
Scale Least Count (mm)
Throat Death (mm)
Machine Dimension (mm)
Weight (approx.)
Power Supply
5, 10, 20, 30, 50 kg
70X
200
0.001
135
L 585 x W 290 x H 860
70Kg.
200V AC, 50Hz, I - Phase
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